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Safety
Vinyl
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Heterogeneous
Vinyl
Flooring

MYSTIQUE PUR
PALETTONE PUR
PEARLAZZO PUR
PRESTIGE PUR
PRIMUS 2000 PUR
ULTRA XL PUR/PU
EXTRA XL PUR
START XL 
SMART PUR
TREND PUR
POLYFLEX PLUS PU

FINESSE SD 
PALETTONE SD 
SD

OHMEGA EC APEX 55
STANDARD PUR
WOOD FX PUR
VERONA PUR
ECOMAX
MOSAIC PUR 
ULTIMA
VOGUE ULTRA PUR

QUATTRO PUR
HYDRO
HYDRO EVOLVE

BLOC PUR 
LIGNO FX PUR 
ACOUSTIX 
FOREST FX PUR 

Supplier Adhesives

ARDEX GmbH
AF 2224
AF 140
AF 155

PREMIUM 
AF 2270

PREMIUM 
AF 2270

AF 2224
AF 140
AF 155

AF 155
AF 2510 AF 155

Bostik GmbH – – – – – Power Elastic

G.A. Kiesel GmbH
Okatmos Mega Star
Okatmos Star 100
EE 19

Okatmos 
Mega Star L

Okatmos 
Mega Star L Okatmos EE 10 Okatmos PU Okatmos Mega Star

Okatmos Star 100

MAPEI GmbH
Ultrabond Eco V4 SP
Ultrabond Eco VS90 
Plus

Ultrabond 
Eco V4 SP 
Conductive

Ultrabond 
Eco V4 SP 
Conductive

Ultrabond Eco V4 SP
Ultrabond Eco VS90 
Plus

Ultrabond Eco 
MS 4 LVT Wall

Ultrabond Eco V4 SP
Ultrabond Eco VS90 
Plus

PCI Augsburg GmbH K 188 S
K 188 E

K 112
K 113 K 112 K 188 S R 710 K 188 S 

UKL 302

Sika Deutschland GmbH Emiclassic – Combileit Emiclassic PU 900 Durocoll

Uzin Utz AG
KE 2000 S
KE 2428 (nicht ULTRA 

XL PU / START XL)

KE 2000 SL – KE 2000 S KR 430 KE 66

Wakol GmbH D 3307
D 3318 DL 3365 DL 3365 PU 270

MS 550
PU 270
MS 550

D 3307
D 3318

WULFF GmbH u. Co. KG Supra-Strong Supra-Tex LF Supra-Tex LF Supra-Strong 1K-Poyflex Supra-Strong
Multi-Strong
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Ein Unternehmen der

Recommended adhesives

POLYFLOR Vinyl Flooring

All the adhesives that we recommend must be used 
in accordance with the respective manufacturer’s 
specifications.

Any adhesives that are not listed in this recom-
mended list have not been tested. They have not 
been tested for compatibility with our products.

Safety Vinyl Flooring: 
The adhesives shown here require a consistently 
absorbent base.
The design floor covering has to be rolled or rubbed 
down carefully after it is installed.
Only those adhesives are suitable for the application 
and use.
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