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Ein Unternehmen der

Recommended adhesives

POLYFLOR Vinyl Flooring
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Homogeneous
Vinyl
Flooring

ESD 
Vinyl
Flooring

Safety
Vinyl
Flooring*

Heterogeneous
Vinyl
Flooring

MYSTIQUE PUR
PALETTONE PUR
PRESTIGE PUR
PRIMUS 2000 PUR
ULTRA XL PU
EXTRA XL PU

FINESSE SD 
PALETTONE SD 
POLYFLOR SD

OHMEGA EC APEX 55
QUATTRO PUR
STANDARD PUR
VERONA PUR
WOOD FX PUR

BLOC PUR 
EXPONA FLOW
SILENTFLOR 

Supplier Adhesives

ARDEX GmbH
AF 2224

AF 140

AF 155

AF 2270 AF 2270

AF 2224

AF 140

AF 155

AF 2224

AF 155

Bostik GmbH

STIX A550 POWER 
ELASTIC

STIX A740 MULTI BEST

STIX A930 MULTI FASER

STIX A970 ELECTRO STIX A970 ELECTRO

STIX A550 POWER 
ELASTIC

STIX A740 MULTI BEST

STIX A930 MULTI FASER

STIX A550 POWER 
ELASTIC

STIX A740 MULTI BEST

STIX A930 MULTI FASER

Kiesel 
Bauchemie 
GmbH

Okatmos® megaStar 100 

Okatmos® star 100 Plus

Okatmos® EE 19

Okatmos® star 100 
Plus -L

Okatmos® star 100 
Plus -L

Okatmos® megaStar 100 

Okatmos® star 100 Plus

Okatmos® megaStar 100 

Okatmos® star 100 Plus

MAPEI GmbH

Ultrabond ECO V4SP

Ultrabond ECO V4 
Evolution

Ultrabond ECO VS60

Ultrabond ECO V4SP 
Conductive

Ultrabond ECO V4SP 
Conductive

Ultrabond ECO MS 4 LVT
Wall & Floor

Ultrabond ECO V4SP

Ultrabond ECO V4 
Evolution

Ultrabond ECO VS60

THOMSIT
K 188 S 

K 188 E

PK 190 F

K 192 F K 192 F

K 188 S

K 188 E

K 190 F

K 188 S

K 188 E

K 190 F

SCHÖNOX® 
EMICLASSIC®

PRO MATE

DUROCOLL

COMBILEIT® COMBILEIT®
EMICLASSIC®

PRO MATE

EMICLASSIC®

PRO MATE 

MULTI FLOOR

Uzin Utz AG
KE 2000 S

KE 66
KE 2000 SL KE 2000 SL

KE 2000 S

KE 66

KE 2000 S

KE 66

Wakol GmbH
D 3307

D 3318
DL 3365 DL 3365

D 3318

MS 550

D 3307

D 3318

WULFF GmbH 
u. Co. KG

Uni-Tack 

Supra-Strong

Power-Tack 100

Supra-Strong LF –
Supra-Strong

Uni-Tack

Uni-Tack 

Supra-Strong

Power-Tack 100

*Consultation with the respective adhesive manufacturer is required for use in wet areas.

All the adhesives that we recommend must be used in accordance with the respective manufacturer’s specifications.

All adhesives not listed here require the agreement and approval of the respective adhesive manufacturer.


